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NOTES: 
1. USE CONCRETE CURB AND GUTTER WITH VERTICAL FACE UNLESS 
OTHERWISE NOTED . 

2. USE MINIMUM CLASS 2500 CONCRETE. 

3. USE 3' TRANSITION AT END OF RADII ON INTERSECTING 
STREETS AND WHERE CURB IS 6 FEET OR GREATER FROM 
MAINLINE TRAVEL LANE. 

4. USE 10' TRANSITION WHERE CURB IS LESS THAN 6 FEET 
FROM MAINLINE TRAVEL LANE . 

5. INCLUDE COST ~F WORK TO CONSTRUCT TRANSITIONS IN THE 
COST PER LF OF dURB AND GUTTER . 

6. DEVELOP GUTTER SLOPE ON HIGH SIDE OF SUPERELEVATION 
AS SHOWN ON STANOARD DRAWING 150-205-00. EXCEPT ON OGEE 
CURB I\, GUTTER. 

7. USE DETECTABLE WARNINGS AS REDUIRED ON STANDARD 
DRAWINGS 720-905-XX . 

8. WHEN MAILBOXES ARE PRESENT. USE APPROPRIATE CURB TYPE. 
INSTALL MAILBOXES BEHIND CURB OR SIDEWALK AS SHOWN ON 
STANDARD DRAWING 203-905-00. 

9. PAY ITEMS (MAY NOT BE COMPLETE LIST OF PAY ITEMS) : 
FOR CURB & GUTTER 
7203110 CONCRETE CURB AND GUTTER (1' -6") VERTICAL FACE---- - -LF 
7203210 CONCRETE CURB AND GUTTER (2' -0") VERTICAL FACE----- -LF 
7203240 CONCRETE CURB AND GUTTER (2'-6") VERTICAL FACE------LF 
7203310 CONCRETE CURB AND GUTTER (3' -0" ) VERTICAL FACE------LF 
7203120 CONCRETE CURB AND GUTTER (1'-6") SLOPING FACE ----- -LF 
7203220 CONCRETE CURB AND GUTTER (2'-0") SLOPING FACE ------LF 
7203245 CONCRETE CURB AND GUTTER (2'-6") SLOPING FACE ------LF 
7203320 CONCRETE CURB AND GUTTER (3' -0") SLOP I NG FACE ------LF 
7203130 CONCRE TE CURB AND GUTTER (1' -6") OGEE -----LF 
7203230 CONCRETE CURB AND GUTTER (2'-0") OGEE -----LF 
7203265 CONCRETE CURB AND GUTTER (2'-6") OGEE -----LF 
7203330 CONCRETE CURB AND GUTTER (3'-0") OGEE -----LF 

FOR CURB ONLY 
7201000 CONCRETE CURB (9"x IS") ----LF 

FOR CONCRETE MEDIAN 
7206000 CONCRETE MED IAN ------ SY 
7206100 CONCRETE MEDIAN OVERLAY ------SY 
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NOTES: 

1. SEE SHEET 720-105-01 FOR NOTES. 

2. USE 3" CURBS AND GUTTER ONLY BETWEEN DUAL 
PEDESffilAN RAMPS AT AN INTERSECnON WHEN NO 
DRAINAGE STRUCTURE IS REQUIRED AND 3" CURB IS 
SHOWN ON lHE PEDESffilAN RAMP STANDARD. 

3. USE TRANSIllON CURBS AT END OF CURB AND 
GUTTER SECnONS AND WHERE DROPPED CURBS ARE 
REQUIRED. 
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CURB. SEE STANDARD 

~VDRAWING 720-105-01. 

SURFACE COURSE 
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DETAIL 
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BASE COURSE 

DETAIL 

9 
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NOTES: 

1. WHEN DESIGN SPEED IS 45 MPH OR GREATER, USE (2) ~" DIAMETER STEEL DOWELS WITH 
10~" EMBEDMENT INTO PAVEMENT AT 10 FOOT INTERVALS. STEEL DOWELS ARE NOT 
REQUIRED WHEN DESIGN SPEED IS LESS THAN 45 MPH. 

2. TO INSURE PROPER DRAINAGE, GRADE GROUND SURFACE TOWARD STREET WITH A SLOPE 
OF 20: 1 (H: v). 

3. SEE SHEET 720-105-01 FOR ADDITIONAL NOTES. 
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SIDE ELEVATIONS 
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NOTES: 

1 SEE DRAWING 720-105-01 FOR STANDARD CURB AND GUTTER DETAILS. 
2 SEE DRAWING 720-901-03 FOR SYMBOLS AND CONSTRUCTION TOLERANCE. 
3 PLACE TRANSVERSE EXPANSION JOINTS (FULL DEPTH ACROSS THE ENTIRE SIDEWALK WIDTH) WHEN NEAR 

TURNS IN THE SIDEWALK, AND IN LONG CONTINUOUS RUNS OF SIDEWALK AS DIRECTlED IN THE 
STANDARD SPECIFICATIONS. 

4 PLACE EXPANSION JOINTS BETWEEN THE SIDEWALK EDGE AND THE BACK OF CURB WHEN ALONG A RADIUS 
LESS THAN 100'. 

5 PLACE EXPANSION JOINTS BETWEEN THE SIDEWALK EDGE AND ANY ADJACENT STRUCTURE 
(RETAINING WALLS, BUILDINGS, ETC.) 

6 PLACE CONTRACTION JOINTS AT REGULAR INTlERVALS BETWEEN EXPANSION JOINTS NOT TO 
EXCEED STANDARD SPECIFICATION SPACING. 

7 MEASURE SIDEWALK IN SQUARE YARDS BY THE ACTUAL PLACED AREA OF CONCRETE UP TO THE ADJACENT 
PAY ITlEM LIMITS (CURBS, PEDESTRIAN RAMPS, DRIVEWAYS, ETC.). 

s'-o" 

TOP OF 
SIDEWALK -

DETAIL 
1/2" = 1'-0" 
SIDE ELEVATIONS 

10'-0" TYP. 

0 

CON TR~ 
JOINT 

DETAIL 
SCALE: 1/4" = 1'-0" 
PLAN VEIW 

- SLOPING 
FACE CURB 
AND GUTTER 

0 

TOP OF 
PAVEMENT 

--

-

\__ CONCRETE CU 
AND GUTTER 

CONCRETE 
SIDEWALK 

RB 



5'-o" 

TOP OF 
SIDEWALK 

3'-0" (MIN) 

DETAIL 
1/2" = 1'-0" 
SIDE ELEVATIONS 

DETAIL 3 ISOMETRIC VEIW 

TOP OF 
PAVEMENT 

I 

0 
I 

n 

NO TIES: 

1. SEE DRAWING 720-105-01 FOR STANDARD CURB AND GUTTER DETAILS. 
2. SEE DRAWING 720-901-03 FOR SYMBOLS AND CONSTRUCTION TOLERANCE. 
3. PLACE TRANSVERSE EXPANSION JOINTS (FULL DEPTH ACROSS THE ENTIRE SIDEWALK WIDTH) 

WHEN NEAR TURNS IN THE SIDEWALK, AND IN LONG CONTINUOUS RUNS OF SIDEWALK AS 
DIRECTED IN THE STANDARD SPECIFICATIONS. 

4. PLACE EXPANSION JOINTS BETWEEN THE SIDEWALK EDGE AND ANY ADJACENT STRUCTURE (RETAINING WALLS, BUILDINGS, 
ETC.) 

5. PLACE CONTRACTION JOINTS AT REGULAR INTERVALS BETWEEN EXPANSION JOINTS NOT TO EXCEED STANDARD 
SPECIFICATION SPACING. 

6. MEASURE SIDEWALK IN SQUARE YARDS BY THE ACTUAL PLACED AREA OF CONCRETE UP TO THE ADJACENT 
PAY ITEM LIMITS (CURBS, PEDESTRIAN RAMPS, DRIVEWAYS, ETC.). 
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1. SEE DRAWING 720-105-01 FOR STANDARD CURB AND GUTIER DETAILS. 
2. SEE DRAWING 720-901-03 FOR SYMBOLS AND CONSTRUCTION TOLERANCE. 
3. PLACE TRANSVERSE EXPANSION JOINTS (FULL DEPTH ACROSS THE ENTIRE SIDEWALK WIDTH) 

WHEN NEAR TURNS IN THE SIDEWALK, AND IN LONG CONTINUOUS RUNS OF SIDEWALK AS 
DIRECTED IN THE STANDARD SPECIFICATIONS. 

4. PLACE EXPANSION JOINTS BETWEEN THE SIDEWALK EDGE AND ANY ADJACENT STRUCTURE (RETAINING WALLS, BUILDINGS, 
ETC.) 

5. PLACE CONTRACTION JOINTS AT REGULAR INTERVALS BETWEEN EXPANSION JOINTS NOT TO EXCEED STANDARD 
SPECIFICATION SPACING. 

6. MEASURE SIDEWALK IN SQUARE YARDS BY THE ACTUAL PLACED AREA OF CONCRETE UP TO THE ADJACENT 
PAY ITEM LIMITS (CURBS, PEDESTRIAN RAMPS, DRIVEWAYS, ETC.). 
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