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CONCRETE NOTES: 1. NEW CONCRETE FOUNDATION SHALL BE CONSTRUCTED AS SHOWN ON DRAWING.  LAYOUT SHALL NEW CONCRETE FOUNDATION SHALL BE CONSTRUCTED AS SHOWN ON DRAWING.  LAYOUT SHALL BE INSPECTED PRIOR TO PLACEMENT. ALL CONCRETE WORK SHALL ADHERE TO ACI STANDARDS. 2. CONTRACTOR RESPONSIBLE FOR DAILY TRASH CLEAN-UP AND CONSTRUCTION RELATED DEBRIS CONTRACTOR RESPONSIBLE FOR DAILY TRASH CLEAN-UP AND CONSTRUCTION RELATED DEBRIS DISPOSAL. WASTE MATERIALS SHALL BE DISPOSED OF PROPERLY. USE DESIGNATED CONCRETE WASHOUT AS NEEDED FOR CLEANING OF CONCRETE TRUCKS. 3. ALL CONCRETE SHALL BE 3000 PSI FIBER REINFORCED (FIBER AT 2LB PER YD). CONCRETE ALL CONCRETE SHALL BE 3000 PSI FIBER REINFORCED (FIBER AT 2LB PER YD). CONCRETE SHALL BE PLACED ACCORDING TO ACI REGULATIONS. 4. 57 STONE BASE SHALL BE PLACED AND COMPACTED AND PLACED LEVEL TO ENSURE PROPER 57 STONE BASE SHALL BE PLACED AND COMPACTED AND PLACED LEVEL TO ENSURE PROPER DEPTH. 5. ALL REBAR SHALL BE GRADE 60, MEET ASTM A615, AND PLACED WITH 3" MINIMUM EMBEDMENT ALL REBAR SHALL BE GRADE 60, MEET ASTM A615, AND PLACED WITH 3" MINIMUM EMBEDMENT ON APPROVED REBAR SUPPORTS. ALL REBAR SHALL BE TIED USING 16.5 GAUGE CARBON STEEL WIRE OR APPROVED EQUAL.  6. SUB-GRADE UNDER CONCRETE AND COMPACTED STONE BASE SHALL BE COMPACTED TO 95% SUB-GRADE UNDER CONCRETE AND COMPACTED STONE BASE SHALL BE COMPACTED TO 95% MODIFIED PROCTOR.
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MASONRY NOTES: 1. NEW MASONRY SHALL BE PLACED ACCORDING TO DRAWING AND MATCH THE EXISTING WALL NEW MASONRY SHALL BE PLACED ACCORDING TO DRAWING AND MATCH THE EXISTING WALL DIMENSIONS. LAYOUT SHALL BE INSPECTED PRIOR TO ANY EARTHMOVING OPERATIONS AND PRIOR TO PLACEMENT. OWNER TO APPROVE LAYOUT PRIOR TO COMMENCEMENT OF MASONRY WORK.  2. CONTRACTOR RESPONSIBLE FOR DAILY TRASH CLEAN-UP AND CONSTRUCTION RELATED DEBRIS CONTRACTOR RESPONSIBLE FOR DAILY TRASH CLEAN-UP AND CONSTRUCTION RELATED DEBRIS DISPOSAL. WASTE MATERIALS SHALL BE DISPOSED OF PROPERLY. 3. MORTAR SHALL BE NATURAL HYDRAULIC LIME (NHL) 3.5. MORTAR SHALL MATCH EXISTING COLOR MORTAR SHALL BE NATURAL HYDRAULIC LIME (NHL) 3.5. MORTAR SHALL MATCH EXISTING COLOR AND BED THICKNESS. 4. ALL EDGES SHALL BE CLEAN AND FREE OF EXCESS MORTAR. ALL EDGES SHALL BE CLEAN AND FREE OF EXCESS MORTAR. 5. EXISTING BRICK SHALL BE RECLAIMED, CLEANED AND USED IN NEW MASONRY WALL.  MASONRY EXISTING BRICK SHALL BE RECLAIMED, CLEANED AND USED IN NEW MASONRY WALL.  MASONRY SHALL BE PLACED IN A RUNNING BOND PATTERN TO MATCH EXISTING PATTERN.  6. MASONRY COLUMNS SHALL HAVE CENTER CAVITY FOR PLACEMENT OF REBAR AS SHOWN. CAVITY MASONRY COLUMNS SHALL HAVE CENTER CAVITY FOR PLACEMENT OF REBAR AS SHOWN. CAVITY SHALL BE FILLED WITH MORTAR UNTIL FULL.  7. ALL MASONRY SHALL BE PLACED LEVEL AND PLUMB. CHANGES IN ELEVATION SHOULD OCCUR AT ALL MASONRY SHALL BE PLACED LEVEL AND PLUMB. CHANGES IN ELEVATION SHOULD OCCUR AT COLUMNS AT HEIGHT INTERVALS DETERMINED ON SITE WITH OWNER AND ENGINEER. 8. SEE SPECIFICATIONS FOR ADDITIONAL MASONRY REQUIREMENTS. SEE SPECIFICATIONS FOR ADDITIONAL MASONRY REQUIREMENTS. 
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